H B N B HIGH PERFORMANCE INDUSTRIAL AND ARCHITECTURAL

IEEPAINT ROAD MARKING COATINGS

~
Road surface markings are applied on paved roadways to provide guidance and
information to drivers and pedestrians. It is therefore important to ensure that road
marking coatings are able to withstand wear and tear from everyday use. Continuous
effort are being made to improve the road marking coatings by adding retro-reflectivity
and increasing the durability.

HANA ROADMARKER is a synthetic thermoplastic coating based on epoxy-acrylic
binder. It is a fast-drying and weather-durable coating that is formulated to provide
retro-reflectivity properties and can withstand wear and tear on paved roads. It can be
supplied as non-reflective or reflective type.

'BENEFITS COLOURS

m Fast, durable and cost effective

application
m Tough, fast drying and weather
resistant
m  Can be supplied as reflective and
non-reflective type
m Easy to apply by brush, roller or
spray RAL1023 RAL5012 RAL6024
m Good adhesion and wear
resistance for road and floor
marking
m Protect against algae & fungus
m Comply to traffic paint
requirement such as $5221, MS
164, NZ TA MO7, etc RAL9016 RAL9017 RAL3020

*COLOUR ARE ELECTRONICALLY PRINTED AND MAY VARY SLIGHTLY FROM ACTUAL PRODUCT.
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Retro-reflectivity created by the glass bead can significantly
enhance the color illumination and day-time / night-time line
visibility.
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i CONVENTIONAL SYSTEM ADVANCED SYSTEM

e ————

ECOMMENDED US

AIRPORT MARKING CARPARKS SCHOOL ZONES
Drving Ti Temperature 10°C 20°C 30°C
rying lime Surface Dr 30mins 20mins 10mins
(at Dry Film Thickness 40u) y : : -
Hard Dry 50mins 40mins 30mins
e e Minimum 40mins 30mins 20mins
Painting interval:
Max. (self) — — —
Theoretical coverage (at DFT 40 p) 100 m/ litre;
Service temperature -60to 120°C dry
DISTRIBUTOR IN SINGAPORE : DISTRIBUTOR IN MALAYSIA : 4 N\
SUN HAI ENGINEERING & TRADING AWATRAHANA SDN. BHD.
+65 6898 2314 +603 7628 4588
+65 6898 2421 +603 7628 4587

info@awatrahana.com
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47810 Petaling Jaya Selangor Malaysia

www.coolgalv.com www.hanapaint.com

enquiry@coolgalv.com




